Polyethylene Pe Corrugated Plastic Laminated Sheets Cable Protector 





Polypropylene vs Polyethylene Plastic Corrugated 


Depending on how you are going to use your product. PE is less affected 
by extreme cold applications. When the temperatures reach 10°C or lower PP 
will begin to have a tendency or at least more likely to fracture or crack when it 
takes an impact or when flexed or folded in this cold environment. 

PE is also softer, so it may be selected or rejected for the project because 
of this factor. The warmer the environment the softer polyethylene will become. 

PE plastic corrugated sheet more “shinning and smooth’ than PP plastic 
corrugated sheet. 

Both materials have their benefits and deficits. So each project needs to be 
evaluated before making a decision. 





Product name 


Materiel 


Description 


Thickness (mm) 
Width 
Length 


Size 
Colors 
Printing 
Functional Options 


Deviation 


HDPE Laminated corrugated plastic sheets 


Calcium carbonate filled Polyethylene ( PE) 


Plastic corrugated laminated sheet is manufactured in Polyethylene in a very similar way to corrugated fiber. Most 
commonly made with two flat sheets on each side with a third wave pattern sheet in the middle. Instead of gluing 
these sheets together they are brought together hot and melted together. The second variety is in the form called 


single face. 
4mm 
PE<1.4M 
As required 
Custom Colors 
Custom designs (additional cost may apply) 
ultra-violet protection; anti-static; electric conduction; flame retardant; aging resistance. (additional cost will 


apply) 
+0.1mm 


https://www. yfcorrugatedplastic. com/product/corrugated-plastic-sheets 
—and-others/hdpe-laminated-corrugated-plastic-sheets/polyethylene-pe- 
corrugated-plastic-laminated-sheets-cable-protector. html 


